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Project Name:
Date:

Note:

Application: Commercial; Industrial; Warehouse; Retails; Residential garage;
school/institution; government agency; grocery store...

FEATURE ACCESSORIES

Working temperature: - 4°F ~+104<F / -20-C ~+40-C
Suitable for damp location

Lumen Maintenance over 70% @ 50,000+ Hours

CRI: 80+; PF>0.9

Beam Angle: 120

Body: White Finish. Slim Aluminum design for modern and
narrow space

Low-profile design with PMMA lens gives even no glare light
distribution

Watt and CCT adjustable to fit for different locations
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Description

J-Box Mounting Plate (Incl

uded)

Suspension
Mount Kit
(Included)

ODERING GUIDE

Model HY-2FT-LS50-2W3CCT HY-4FT-LS50-2W3CCT
Length 2ft 4ft
Watt 12/18W 24/36W
ccT 3000K/4000K/5000K Selectable
Lumens 1560/2340lm 312074680 Im
Dimmable 0-10v
\ottage 120-277V
OPTION Emergency Driver/ PIR Motion Sensor
QTY/PACK 6 PCS/PACK
Package Size 26X8X6 in 50X8X6 in
Package Weight 12 Ibs 23 Ibs

41t LED LINEAR LIGHT
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Eco Bright Beam - Lighting Fixtures

163 Hampton Dr. Rockwall, TX — 75087

— www.ecobrightbeam.com
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