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LED Remote Capable Exit Sign Combo（Red/Green Switchable）

• Innovative design for quick and easy
installation in minutes

• Universal J-box mounting pattern
• Supports wall or ceiling mounting with

single- or double-face EXIT configuration
• Green/Red color switchable
• Injection-molded, engineering-grade

thermoplastic housing with 5VA flame-
retardant, high-impact resistant construction,
available in white or black finish

• EZ snap-out chevron directional indicators for
flexible signage

• 2W LED light bar with 180° adjustable
rotation angle

FeaturesSpecification

Dimensions

Application: Supermarkets, offices, shopping malls, hotels, hospitals, 
schools, and more commercial and industrial applications

Model No. HY-EXLCOMB02-RC

Input Voltage 120-277 VAC

Power Consumption 2 W

Housing Finish White

Lettering Color Red/Green Switchable

Emergency Operation Time Min 90 Min with 9.6V Ni-Cad
Battery

Remote Head Capability Supports remote heads up to 
max of 2.4W

Color Temperature 5000 K

Light Output 110 Lumens

CRI 80+

Mounting Height 8.6 FT

Operating Temperature 32°F ~ +104°F / 0°C ~+40°C

Package Dimensions 16.42 in x 13.58 in x 9.84 in

PC/ Master Pack 6 pcs

Weight 19 LB
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